Attorney Docket No. 2431 4801 7US 

Amendments to the Claims : 

Following is a complete listing of the claims pending in the application, as 
amended: 

1 . (Currently Amended) A fireplace assembly, comprising: 
a firebox; 

an outer housing surrounding the firebox and spaced apart from portions of the 
firebox to define an airflow passageway around the firebox, the airflow 
passageway having an inlet and an outlet; and 

a receptacle carr ie d by inCgrallv connected to t he outer housing and in fluid 
communication with the airflow passageway, receptacle being movable 
relative to the outer housing between an open position and a closed 
position, the receptacle being recessed within the outer housing and 
positioned adiacent to the airflow passageway when the receptacle is in 
the closed position, the receptacle being in proximity to the firebox to be 
heated by heat from the firebox and configured to contain a selected 
aromatic material that evaporates and mixes with airflow moving through 
the airflow passageway between the inlet and the outlet when the 
receptacle is heated by heat from the firebox. 

2. (Original) The assembly of claim 1 wherein the firebox contains a burner 
assembly connectable to a gas source. 

3. (Currently Amended) The assembly of claim 1 wherein the receptacle is 
conf i gur e d to mov e b e tw ee n an open position and a clos e d pos i t i on, th e r e c e ptac le 
b ei ng configured to receive the selected aromatic material when the receptacle is in the 
open position. 

4. (Currently Amended) The assembly of claim 1_3-wherein the receptacle 
slides relative to the outer housing between the open and closed positions. 
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5. (Original) The assembly of claim 1 wherein the receptacle is positioned 
above the firebox. 

6. (Original) The assembly of claim 1 wherein the receptacle is positioned at 
least partially in the airflow passageway. 

7. (Original) The assembly of claim 1, further comprising an aromatic 
material in the receptacle and that evaporates when heated by the heat from the 
firebox. 

8. (Currently Amended) A fireplace insert, comprising: 
a firebox; 

a fireplace insert housing partially surrounding the firebox and spaced apart from 
portions of the firebox to define an airflow passageway around the firebox, 
the airflow passageway having an inlet and an outlet; and 

a receptacle carried by the fireplace insert housing adiacent to the outlet and in 
fluid communication with the airflow passageway, the receptacle being 
movable relative to the firebox between an open position and a recessed 
closed position the receptacle in proximity to the firebox to be heated by 
heat from the firebox when in the closed position and configured to 
contain a selected aromatic material that evaporates and mixes with 
airflow moving through the airflow passageway between the inlet and the 
outlet when the receptacle is heated by the heat from the firebox to 
provide an aromatic airflow out of the airflow passageway through the 
outlet. 

9. (Original) The insert of claim 8 wherein the firebox contains a burner 
assembly connectable to a gas source. 

10. (Currently Amended) The insert of claim 8 wherein the receptacle is 
conf i gur e d to mov e b e tw ee n an op e n position and a c l os e d posit i on, th e r e c e ptac le 
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b ei ng configured to receive the selected aromatic fluid when the receptacle is in the 
open position. 

11. (Currently Amended) The insert of claim 8_40-wherein the receptacle 
slides relative to the housing between open and closed positions. 

12. (Original) The insert of claim 8 wherein the receptacle is positioned above 
the firebox. 

13. (Original) The insert of claim 8 wherein the receptacle is positioned at 
least partially in the airflow passageway. 

14. (Original) The insert of claim 8, further comprising an aromatic material in 
the receptacle and that evaporates when heated by the heat from the firebox. 

1 5. (Currently Amended) A fireplace frame for attachment to a fireplace insert 
having an outer housing surrounding a firebox and spaced apart from portions of the 
firebox to define an airflow passageway around the firebox, the frame comprising: 

a support member configured for attachment to a portion of the fireplace insert; 
and 

a receptacle carried by the support member and in fluid communication with the 
airflow passageway, the receptacle in proximity to the firebox to be heated 
by heat from the firebox and configured to contain a selected aromatic 
material that evaporates and mixes with airflow moving through the airflow 
passageway when the receptacle is heated by the heat from the firebox to 
provide an aromatic airflow out of the airflow passaqewav , wherein the 
receptacle is movable relative to the support portion between an open 
position and a closed position . 

16. (Currently Amended) The frame of claim 15 wherein th e r e ceptac le i s 
conf i gured to mov e betw ee n an op e n pos i tion and a closed position, the receptacle 
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being configured to receive the selected aromatic material when the receptacle is in the 
open position. 

17. (Currently Amended) The frame of claim 15 46-wherein the receptacle 
slides relative to the support member between the open and closed positions. 

18. (Original) The frame of claim 15 wherein the receptacle is positioned 
above the firebox. 

19. (Original) The frame of claim 15 wherein the receptacle is positioned at 
least partially in the airflow passageway. 

20. (Original) The frame of claim 15, further comprising an aromatic material 
in the receptacle and that evaporates when heated by the heat from the firebox. 

21. (Currently Amended) A heating appliance, comprising: 
a firebox; 

an outer housing surrounding the firebox and spaced apart from portions of the 
firebox to define an airflow passageway around the firebox, the airflow 
passageway having an inlet and an outlet; and 

a receptacle carr i ed bv movablv coupled to the outer housing and in fluid 
communication with the airflow passageway, the receptacle being 
translatable relative to the outer housing between an extended open 
position and a recessed closed position the receptacle being in proximity 
to the firebox to be heated by heat from the firebox and configured to 
contain a selected aromatic material that evaporates and mixes with 
airflow moving through the airflow passageway between the inlet and the 
outlet when the receptacle is heated by the heat from the firebox. 

22. (Original) The heating appliance of claim 21 wherein the appliance is a 

stove. 
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23. (Original) The heating appliance of claim 21 wherein the appliance is a 
fireplace. 

24. (Original) The heating appliance of claim 21 wherein the appliance is a 
fireplace insert. 

25. (Currently Amended) The heating appliance of claim 21 wherein the 
receptacle is configur e d to mov e b e tw ee n a n op e n posit i on and a c l os e d posit i on, th e 
r e c e ptacl e b ei ng configured to receive the selected aromatic material when the 
receptacle is in the open position. 

26. (Currently Amended) The heating appliance of claim 21 ^wherein the 
receptacle slides relative to the outer housing between open and closed positions. 

27. (Currently Amended) The heating appliance of claim 21 g^wherein the 
receptacle is positioned above the firebox. 

28. (Currently Amended) The heating appliance of claim 21 2^wherein the 
receptacle is positioned at least partially in the airflow passageway. 

29. (Currently Amended) The heating appliance of claim 21 23-further 
comprising an aromatic material in the receptacle and that evaporates when heated by 
the heat from the firebox. 

30. (Currently Amended) A fireplace assembly, comprising: 
a firebox; 

an outer housing surrounding the firebox and spaced apart from portions of the 
firebox to define an airflow passageway around the firebox, the airflow 
passageway having an inlet and an outlet; 

a receptacle carried by the outer housing and i n f l uid commun i cat i on w i th being 
movable between an open position and a closed position, the receptacle 
being adiacent to the outlet of the airflow passagewav when in the closed 



[2431 4-801 7-US0000/SL043420. 1 38] 



-6- 



Attorney Docket No. 2431 4801 7US 



position , the receptacle in the closed position being in proximity to the 
firebox to be heated by heat from the firebox; and 
a selected aromatic material in the receptacle that evaporates and mixes with 
airflow moving through the airflow passageway between the inlet and the 
outlet of the airflow passageway when the aromatic material is heated by 
the heat from the firebox. 
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